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LASER WELDING HELMET

Order Code: 
PL90LA

ACCESSORIES
Order Code Description Pack Qty
AX4000 110 x 97 x 1.5mm  Cover Lens 10
AX2390 Inner Lens 106 x 90 x 1mm LA 10
AX1097 Headgear 1

KEY FEATURES

• Shell Material: Special material mix, no lining

• Side Vision: No

• Headgear: Dual Harness AX1097

• Weight: +/- 490g

• Certification: ISO 16321

• Impact Rating: E

KEY FEATURES

• Standard: EN 207

• Certification CE EN 207:

• Complete helmet +ADF Certification Range:  
1000-1100 D LB6 IR LB8

• Optical Density of ADF : OD7

KEY FEATURES

• Viewing Area: 98 x 53mm

• Arc Sensors: 4

• Clear Shade: DIN 4

• Welding Shade: DIN 5-8 - DIN 9-13

• Shade Control: Inside, Soft knob, Digital display

• Sensitivity Setting: Inside, Soft knob, Digital display

• Delay Setting: Inside, Soft knob, Digital display

• Switching Speed: 0.2ms

• Grinding Mode: Yes, Outside knob

• Power: Solar Panels + Lithium CR2450

• Certification: ISO 16321

Kapio® Laser Helmet Shell Complete Helmet SpecificationAuto Darkening Filter


